Cavalier

Carpets

Bespoke

graphics tufted



Bespoke

graphics tufted

The art of Custom Craphics Tufting is all about getting
the most out of small geometric & linear designs,
to create distinctive and highly functional floorcoverings

that work with a particular decorative scheme.

All our stock tufted graphics ranges are proven heavy

contract performers, manufactured in our own
extensive tufting facility in Blackburn, Lancashire.
Each range has an assortment of colorways which are

ideally suited to most commercial locations.
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Construction 360z Graphics Tufted 420z Graphics Tufted
Pile Content 80% Wool, 20% Nylon 80% Wool, 20% Nylon
Gauge 31.5/10cm (1/8th) 31.5/10cm (1/8th)
Yarn Weight 1220g/m?, 360z/yd? 1424g/m? 420z/yd?
Total Finished Weight 2373g/m? 700z/yd? 2577g/m? 760z/yd?
Suitability Heavy Contract Heavy Contract
Width 4.00m 4.00m

Pile Height 6.5mm /0.25" 6.5mm/ 0.25"
Backing Secondary Secondary

Tog Rating 0.90 0.85

Light Fastness BS:1006 (1-8) 6

Rub Fastness BS: 1006 (1-5) 4-5

Colour Fastness to Shampoo BS: 1006 (1-5) 4-5

Flammability BS: BS47901987(1996) Pass - Low radius of char

Class Bfl, ST Euroclass
IMO Certificate 11-2/3.40.4 IMO Resolution MSC.307 (88)
(Marine Equipment 11-2/53.2.4 IMO Resolution 2010 FTP Code Part 5
Directive 2014/90/EU) 11-2/6.2 IMO Resolution 2010 FTP Code Part 2
Standard Colours Due to variation in raw material bulk dye, matching may vary

slightly from the colours shown on the standard shade card.
Product Options Special Widths up to 5m

Special Backings (Foam, Impervious & Unitary)
All specifications subject to normal manufacturing tolerances.
Cut-pile carpets, may show shading/pile reversal. This tendency is inherent in all cut pile fabrics and is not detrimental
to the wear of the carpet. It cannot be considered a manufacturing defect. It should be noted and taken into

consideration when selecting colours that darker shades camouflage soiling more than lighter shades.
This applies particularly to contract installations.
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FOUNDATION Classification Cfl s1
(C Flooring)




